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SIDE-BY-SIDE  CUSTOM PANELS

If you plan to install custom wood panels, you will need to  
create the panels yourself or consult a qualified cabinetmaker  
or carpenter. See dimension drawings for panel specifications.

Important: Panels weighing more than recommended may 
cause damage to your refrigerator.

Note: Dimensions shown have a (±) 1/16" (1.5 mm) tolerance. 
Panels that are more than 1/4" (6 mm) thick must be routed. 
If panels are less than 1/4" (6 mm) thick, install a filler panel 
between the doors and decorative panels.

TOP GRILLE PANEL

The top panel should not weigh more than 10 lbs. (4.5 kg)  
total weight.

DOOR PANELS FOR DISPENSER MODELS

The two freezer panels combined should not weigh more than 
30 lbs. (13.5 kg) total weight. The refrigerator panel should not 
weigh more than 50 lbs. (23 kg) total weight.

42" = 40 1/2"

48" = 46 1/2"

7" 
(17.8 cm)

42" = 16 3/4"

48" = 19 1/4"

42" = 22 3/4"

48" = 26 1/4"

70¹⁄� "
(179.1 cm)

42" = 16 3/4"

48" = 19 1/4"

42" = 22 3/4"

48" = 26 1/4"

70�⁄�� "
(179 cm)

23�⁄�� "
(59.5 cm)

34�⁄�� "
(87.4 cm)

DOOR PANELS FOR NON-DISPENSER MODELS

The freezer panel should not weigh more than 30 lbs. (13.5 kg 
total weight. The refrigerator panel should not weigh more than 
50 lbs. (23 kg) total weight.
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SIDE-BY-SIDE  CUSTOM PANELS

TOP GRILLE PANEL – ROUTING REqUIREMENTS

Top and bottom edges of the top panel should be edge routed 
1/2" (1.3 cm) and 3/8" (9.5 mm), respectively. Both ends should be 
edge routed 7/8" (2.2 cm) as shown.

DOOR PANELS – ROUTING REqUIREMENTS

If an extended handle kit is used (EXTHANDSXS), then routing 
the handle side of the panels is not required.

If the standard handle is used, route the entire handle side of 
both panels 3 1/4" (8.25 cm) to allow for finger clearance. Then 
route the other sides 1" (2.54 cm).

¹⁄� "
(6.35 mm)

max. 

�⁄� "
(2.2 cm)

Top
Grille

¹⁄� "
(6.35 mm)
max. 

�⁄� "
(2.2 cm)

Top
Grille

2" (5 cm)
min.

¹⁄� " (6.35 mm) max.

3¹⁄� "
(8.25 cm)

min. 

Door
Panel

H
a
n
d
le

1"
(2.54 cm)

Door
Panel

Hinge Side

¹⁄� " (1.3 cm)
min.

¹⁄� "
(6.35 mm)
max. l

e
n

a
P

¹⁄� "
(1.3 cm)

min.

¹⁄� "
(6.35 mm) max. 

Top

Bottom

³⁄�"
(9.5 mm)

min.

¹⁄� "
(6.35 mm) max. 

Center face 
detail between 

offsets

STANDARD HANDLE – TOP VIEW

DOOR PANEL - SIDE VIEW

NOTE: When creating a panel with face detail, the offsets will be 
hidden and must be accounted for in order to center the detail in 
the top grille.
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SIDE-BY-SIDE  FULL-OVERLAY CUSTOM PANELS

Custom overlay panels allow you to blend the exterior of your refrigerator into the 
overall kitchen décor, and to use custom handles for additional design flexibility.

Note: To use full-overlay custom panels, a Trimless Trim Kit for Side by Sides is 
required (TRIMKITSXS). Full-overlay custom panels and handles are required but 
not included. Create the panels according to these specifications. 

The custom panels must have backer panels attached in order to mount them 
to the refrigerator. It is most common to work with three panels, as shown in the 
following graphic: a decorative overlay panel, a 1/8" (3.18 mm) spacer panel or 
spacer strips and a 1/4" (6.35 mm) backer panel.

In some cases, your cabinet manufacturer may choose to work with one panel routed 
for the different dimensions. Follow these panel dimension and placement instructions 
to be sure that the custom overlay panels will fit properly. 

Important:

–  The total weight of the refrigerator door overlay panel cannot exceed 50 lbs. (23 kg).

–  The total weight of the freezer door overlay panel cannot exceed 30 lbs. (13.5 kg).

–  The total weight of the top grille overlay panel cannot exceed 10 lbs. (4.5 kg).

Overlay Panel
Spacer Panel

Backer Panel
5/8" to 3/4"
(15.88 to 
19.05 mm)

1/8"
(3.18 mm)

1/4"
(6.35 mm)

1" minimum
(2.54 cm)

Door/Grille Trim

Spacer Panel

Offset Dimension

1/8"
(3.18 mm)
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Top Grille

C
73/8"

(18.73 cm)

81/2"
(21.59 cm)

Bottom Offset
1" (2.54 cm)

F

70�⁄� "
(179.07 cm)

70�⁄� "
(179.07 cm)

71�⁄�� "
(180.50 cm)

24"
(60.96 cm)

34�⁄�"
(88.27 cm)

ED

Bottom Offset
�⁄� " (3.2 mm)

Bottom Offset
�⁄� " (3.2 mm)

B

Refrigerator

Freezer
Non-Dispenser

Freezer Frameless
Dispenser

Handle-Side
Offset

�⁄� " (3.2 mm)

34�⁄�"
(87.3 cm)

34�⁄�"
(87.3 cm)

23�⁄�� "
(59.53 cm)

23�⁄�� "
(59.53 cm)

D

DD

Bottom Offset
�⁄� " (3.2 mm)

A A

71�⁄�� "
(180.50 cm)

47�⁄�� "
(119.86 cm)

D

Bottom Offset
�⁄� " (3.2 mm)

Freezer
Framed Dispenser

Handle-Side
Offset

�⁄� " (3.2 mm)

A

A

Handle-Side
Offset
�⁄� " (3.2 mm)

Handle-Side
Offset
�⁄� " (3.2 mm)

Bottom Offset
�⁄� " (3.2 mm)12
⁄�� "

(31.27 cm)

SIDE-BY-SIDE  FULL-OVERLAY CUSTOM PANELS

To minimize panel weight, you may use 2" (5.08 cm) spacer strips 
around the perimeter in place of full-sheet solid spacer panels. 
The spacer strips must be set in at least 1" (2.54 cm) from the 
top, bottom and sides edges of the backer panel. If you use 
spacer strips, it is also recommended that you use two 2" (5.08 
cm) strips horizontally centered for added support.

DECORATIVE OVERLAY PANELS

Model A B C

42-Inch (106 cm)
17 1/8" 

(43.50 cm)
23 1/8" 

(58.74 cm)
41 3/8" 

(105.09 cm)

48-Inch (122 cm)
19 5/8" 

(49.85 cm)
26 5/8" 

(67.63 cm)
47 3/8" 

(120.33 cm)

BACKER PANELS

Model D E F

42-Inch (106 cm)
16 15/16" 

(43.50 cm)
22 15/16" 

(58.26 cm)
40 1/2" 

(102.87 cm)

48-Inch (122 cm)
19 7/16"  

(49.37 cm)
26 7/16" 

(67.15 cm)
46 1/2" 

(118.11 cm)
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Refrigerator 

23�⁄�"
(59.40 cm)

Overlay

SIDE-BY-SIDE  CUSTOM PANEL SERIES SIDE PANELS

Custom side panels may be needed when not enough space is 
available to have cabinets on both sides of the refrigerator or 
when the refrigerator is placed at the end of a cabinet run. You 
may choose an Inset or Recessed Inset panel installation.

REFRIGERATOR AND SIDE TRIM DIMENSIONS

The width and height of a side panel are determined by the type 
of installation you are planning.

Notes:

–  The dimensions shown are actual product dimensions and may 
not reflect the needed installation dimensions.

–  The side panel should be a minimum of 1/2" (1.27 cm) thick to 
avoid warping.

–  If the opening depth is 25" (63.5 cm) or more, you may want to 
install a support board on rear wall.

INSET INSTALLATION DIMENSIONS

1.  Measure the distance from point A (as shown) to the back 
wall. Add 1/32" (0.8 mm) to this measurement to allow the side 
panel to fit into the trim.

2.  If the panel is more than 3/8" (9.5 mm) thick, route the front 
edge to allow the side panel to fit into the trim.

RECESSED INSET INSTALLATION DIMENSIONS

1. Measure the distance from point A (as shown) to back wall.

2.  Rout the front edge of the support board or attach a 3/8" 
(9.5 mm) board to hold the panel in the cabinet side trim.

Side Trim

�⁄�� "
(4.5 mm)

�⁄�"
(9.7 mm)

�⁄�� "
(1.5 mm)

�⁄� "
(3.2 mm)

A

A
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SIDE-BY-SIDE  STAINLESS STEEL SERIES SIDE PANELS

Custom side panels may be needed when not enough space is 
available to have cabinets on both sides of the refrigerator or 
when the refrigerator is placed at the end of a cabinet run. You 
may choose an Inset, Flush, or Recessed Inset panel installation.

REFRIGERATOR AND SIDE TRIM DIMENSIONS

The width and height of a side panel are determined by the type 
of installation you are planning.

Notes: 

–  The dimensions shown are actual product dimensions and may 
not reflect the needed panel installation dimensions.

–  The side panel should be a minimum of 1/2" (1.27 cm) thick to 
avoid warping.

–  If the opening depth is 25" (63.5 cm) or more, you may want to 
install a support board on rear wall.

INSET INSTALLATION DIMENSIONS

1.  Measure the distance from point A (as shown) to the back 
wall. Add 7/32" (5.6 mm) to this measurement to allow the side 
panel to fit into the trim.

2.  If the panel is more than 1/4" (6.35 mm) thick, route the front 
edge to allow the side panel to fit into the trim.

RECESSED INSET INSTALLATION DIMENSIONS

1. Measure the distance from point A (as shown) to the back wall.

2.  Route the front edge of the support board or attach a 1/4"  
(6.35 mm) board to hold the panel in the cabinet side trim.

Refrigerator 

24�⁄� "
(61.3 cm)

23�⁄� "
(59.7 cm)

23��⁄�� "
(60.3 cm)

��⁄�� "
(4.5 mm)

�⁄� "
(6.35 mm)

�⁄�� "
(4.7 mm)

�⁄�� "
(5.5 mm)

��⁄�� " (10 mm) �⁄�"
(15.7 mm)

Side Trim 

A

A

A

FLUSH INSTALLATION DIMENSIONS

1. Measure the distance from point A (as shown) to the back wall.

2.  Attach the support board with a screw or adhesive that is 
compatible with aluminum and wood.
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SIDE-BY-SIDE  HANDLE AND DOOR CLEARANCES FOR CUSTOM PANELS

If you are installing custom panels, the panels must allow certain clearances for the handles and for the doors to swing open. 
An Extended Handle Kit (EXTHANDSXS) may be required if you install a custom raised panel.

1/4" (6.35 mm)

1/2" (1.3 cm)

3/4" (1.9 cm)

1" (2.5 cm)

11/4" (3.2 cm)

11/2" (3.8 cm)

13/4" (4.4 cm)

2" (5.1 cm)

21/4" (5.7 cm)

21/2" (6.4 cm)

23/4" (7 cm)

3" (7.6 cm)

1"

(2.5 cm)

2"

(5.1 cm)

3"

(7.6 cm)

Door

Custom Panel

Handle Dimensions
Actual Size

Custom 
Panel 
Series 
Handle

Optional
Extended
Handle
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Door Swing 110˚
Actual Size

Custom Panel Series 
Clearances for 
Full-Overlay Custom Panels

1/4" (6.35 mm)

3/4" (1.9 cm)

1" (2.5 cm)

11/4" (3.2 cm)

11/2" (3.8 cm)

1/2" (1.3 cm)

1/4"

1/2"

3/4"

1"

11/4"

11/2"

13/4"

2"

3/4"

1"
(2.5 cm)

1
(3.2 cm)

1/4"

1
(3.8 cm)

1/2"

1/2"

Refrigerator
Side Trim

D
o

o
r

Hinge

B
a
c
k
e
r P

a
n

e
l

Spacer Panel

C
u

s
to

m
 P

a
n

e
l

(6.35 mm)

(1.3 cm)

(1.9 cm)

(2.5 cm)

(3.2 cm)

(3.8 cm)

(4.4 cm)

(5.1 cm)

(1.9 cm)

(1.3 cm)

SIDE-BY-SIDE  HANDLE AND DOOR CLEARANCES FOR CUSTOM PANELS

Note: To use full-overlay custom panels, you 
must order the Trimless Trim Kit (TRIMKITSXS).
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INSTALLATION OPTIONS
Specifications in the planning pages provide dimensions and installation 
detail for the stainless steel models as well as installation detail for the 
custom panel series.

CUSTOM PANELS

The custom panel series features factory-installed, traditional style 
trim to provide a “framed” look. This series requires the installation of 
custom panels that are not included. You will need to create the panels 
yourself or consult a qualified cabinetmaker or carpenter. See dimension 
drawings on pages 264-271 for panel specifications.

On the custom panel series, you can create a “frameless” look using  
full-overlay custom panels. You will need to order a Trimless Trim Kit 
(TRIMKITSXS). This accessory kit contains parts to replace the factory 
trim. Full-overlay custom panels and handles are required but not 
included in the accessory kit. Create the panels according to the 
specifications in the “Full-Overlay Custom Panels” section. You can  
order a set of Thermador’s handles or select handles from another 
source. For door clearances, see “Handle and Door Clearances for 
Custom Panel Series.” 

SIDE PANELS

Custom side panels may be needed when not enough space is 
available to have cabinets on both sides of the refrigerator or when 
the refrigerator is placed at the end of a cabinet run. For the stainless 
steel models, you may choose an Inset, Flush, or Recessed Inset panel 
installation. For the custom panel series, you may choose an Inset or 
Recessed Inset panel installation.

REFRIGERATION  42-INCH SIDE-BY-SIDE REFRIGERATOR
Models: KBUIT4255E, KBUIT4265E, KBUIT4275E, KBUDT4255E, KBUDT4265E, KBUDT4275E

SPECIFICATIONS

Total Capacity (cu. ft.) 25.2

Refrigerator Capacity (cu. ft.) 16

Freezer Capacity (cu. ft.) 9.2 (KBUDT)
9.3 (KBUIT)

Product  Width 41"

Product Height 83 1/8"

Product Depth 25"

Cutout Width 41 1/2" – 41 3/4"

Cutout Height (Min–Max) 83 1/2" – 84 3/8"

Cutout Depth 24"

Energy Consumption 611.01 kWh w/Dispenser 
561.01 kWh w/o Dispenser

Electrical Supply 115V / 60Hz / 6.9 Amp

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 573 – 613

Stainless steel side-by-side 
with internal ice maker.

KBUIT4255E 
Masterpiece® handles

KBUIT4265E 
Professional Series Handles

Stainless steel side-by-side 
with full-filtered external 
ice and water dispenser.

KBUDT4255E 
Masterpiece® handles

KBUDT4265E 
Professional Series Handles

Custom panel side-by-side 
with internal ice maker.

KBUIT4275E 
Masterpiece® and 
Professional Series Handles 
can be ordered separately.

Custom panel side-by-side 
with full-filtered external 
ice and water dispenser.

KBUDT4275E 
Masterpiece® and 
Professional Series Handles 
can be ordered separately.

All refrigerators are UL and CUL approved.
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REFRIGERATION  42-INCH SIDE-BY-SIDE REFRIGERATOR

Models: KBUIT4255E, KBUIT4265E, KBUIT4275E, KBUDT4255E, KBUDT4265E, KBUDT4275E

(211.8 cm)
*83 3/8"

42 1/4" (107 cm)

Width dimensions were 
measured from trim edge 
to trim edge.

Height dimensions are 
shown with leveling legs 
extended 1/8" (3 mm) 
below the rollers.

*When leveling legs are 
fully extended to 1 1/4" 
(32 mm) below rollers,  
add 1 1/8" (29 mm) to  
the height dimensions.

(64.5 cm)

(59.7 cm)

84" (213.4 cm)
Power Cord

(211.8 cm)
*83 3/8"

25 3/8"

23 1/2"

*3 1/2" (8.9 cm)

The depth from the front of 
the top grille to the back of the 
 refrigerator cabinet is 25 1/8" 
(64 mm).

The water line attached to 
the back of the refrigerator 
is 5 ft (1.5 mm) long. Height 
dimensions are shown with 
leveling legs extended 1/8"  
(3 mm) below rollers.

*When leveling legs are fully 
extended to 1 1/4" (32 mm) 
below rollers, add 1 1/8" (29 
mm) to the height dimensions.

80" - 90"
(203-229 cm) 

4"
(10.2 cm)

6"
(15.2 cm)

24"
(60.96 cm) min. 

1"
(2.54 cm) 

77"
(196 cm)

6"
(15.2 cm)

6"
(15.2 cm)

TOP GRILL CLEARANCE

83 1/2" (212.1 cm) min.
84 3/4" (215 cm) max.
to bottom of solid soffit

41 1/2" (105.4 cm) to
41 3/4" (106.1 cm)

1/2" 
(1.3 cm)

To avoid tipping during use, the solid soffit must be within 1" (2.5 cm) 
maximum above the refrigerator. If the solid soffit is higher than 1" (2.5 cm) 
or one is not available, then the refrigerator must be braced.

If the anti-tip boards are needed, they must be attached to the rear wall 
studs 80" to 90" (203 to 229 cm) above the floor.

Note: A clearance of 1/2" (1.3 cm) must be maintained above the top grille 
in order for the top grille to be removed.

A grounded 3 prong electrical outlet should be placed within 4" (10.2 
cm) of the right side cabinets or end panel. The water shutoff should be 
located in the base cabinet on either side of the refrigerator or some other 
easily accessible area. If the water shutoff valve is not in the cabinets, the 
plumbing for the water line can come through the floor or the back wall.

130˚

130˚

90˚

90˚

110˚

110˚

12 5/8" (32.1 cm)

16 7/8" 
(42.9 cm)

41 1/2" 
(105.4 cm)

47 7/8" 
(121.6 cm)

41 3/8" 
(105.1 cm)

37 1/4" 
(94.6 cm)

The location must permit both doors to open to a 
minimum of 90°. Allow 4 1/2" (11.4 cm) minimum space 
between the side of the refrigerator and a corner wall.

NOTE: More clearance may be required if you are using 
overlay panels or custom handles.

25 1/8" 
(64 cm)

41" (104 cm)
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REFRIGERATION  48-INCH SIDE-BY-SIDE REFRIGERATOR

Models: KBUIT4855E, KBUIT4865E, KBUDT4855E, KBUDT4865E, KBUIT4875E, KBUDT4875E

SPECIFICATIONS

Total Capacity (cu. ft.) 29.6

Refrigerator Capacity (cu. ft.) 18.8

Freezer Capacity (cu. ft.) 10.8

Product  Width 47"

Product Height 83 1/8"

Product Depth 25"

Cutout Width 47 1/2" – 47 3/4"

Cutout Height (Min–Max) 83 1/2" – 84 3/8"

Cutout Depth 24"

Energy Consumption 657 kWh with Dispenser 
580 kWh without Dispenser

Electrical Supply 115V / 60Hz / 6.9 Amp 

Power Cord Included 120V-3 prong

Shipping Weight (lbs.) 573 – 613

Stainless steel side-by-side 
with internal ice maker.

KBUIT4855E 
Masterpiece® Handles

KBUIT4865E 
Professional Series handles

Stainless steel side-by-side 
with full-filtered external 
ice and water dispenser.

KBUDT4855E 
Masterpiece® Handles

KBUDT4865E 
Professional Series handles

Custom panel side-by-side 
with internal ice maker.

KBUIT4875E 
Masterpiece® and 
Professional Series Handles 
can be ordered separately.

Custom panel side-by-side 
with full-filtered external 
ice and water dispenser.

KBUDT4875E 
Masterpiece® and 
Professional Series Handles 
can be ordered separately.

INSTALLATION OPTIONS

Specifications in the planning pages provide dimensions and installation 
detail for the stainless steel models as well as installation detail for the 
custom panel series.

CUSTOM PANELS

The custom panel series features factory-installed, traditional style 
trim to provide a “framed” look. This series requires the installation of 
custom panels that are not included. You will need to create the panels 
yourself or consult a qualified cabinetmaker or carpenter. See dimension 
drawings on pages 264-271 for panel specifications.

On the custom panel series, you can create a “frameless” look using  
full-overlay custom panels. You will need to order a Trimless Trim Kit 
(TRIMKITSXS). This accessory kit contains parts to replace the factory 
trim. Full-overlay custom panels and handles are required but not 
included in the accessory kit. Create the panels according to the 
specifications in the “Full-Overlay Custom Panels” section. You can  
order a set of Thermador’s handles or select handles from another 
source. For door clearances, see “Handle and Door Clearances for 
Custom Panel Series.” 

SIDE PANELS

Custom side panels may be needed when not enough space is 
available to have cabinets on both sides of the refrigerator or when 
the refrigerator is placed at the end of a cabinet run. For the stainless 
steel models, you may choose an Inset, Flush, or Recessed Inset panel 
installation. For the custom panel series, you may choose an Inset or 
Recessed Inset panel installation.

All refrigerators are UL and CUL approved.
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REFRIGERATION  48-INCH SIDE-BY-SIDE REFRIGERATOR

Models: KBUIT4855E, KBUIT4865E, KBUDT4855E, KBUDT4865E, KBUIT4875E, KBUDT4875E

*83 3/8" 
(211.8 cm)

48 1/4" (123 cm)

Width dimensions were 
measured from trim edge 
to trim edge.

Height dimensions are 
shown with leveling legs 
extended 1/8" (3 mm) 
below the rollers.

*When leveling legs are 
fully extended to 1 1/4" 
(32 mm) below rollers, 
add 1 1/8" (29 mm) to the 
height dimensions. 84" (213.4 cm)

Power Cord

25 3/8" 
(64.5 cm)

23 1/2" 
(59.7 cm)

*83 3/8" 
(211.8 cm)

*3 1/2" (8.9 cm

The depth from the front of 
the top grille to the back of the 
 refrigerator cabinet is 25 1/8" 
(64 mm).

The water line attached to 
the back of the refrigerator 
is 5 ft (1.5 mm) long. Height 
dimensions are shown with 
leveling legs extended 1/8"  
(3 mm) below rollers.

*When leveling legs are fully 
extended to 1 1/4" (32 mm) 
below rollers, add 1 1/8" (29 
mm) to the height dimensions.

80" - 90"
(203-229 cm) 

4"
(10.2 cm)

6"
(15.2 cm)

24"
(60.96 cm) min. 

1"
(2.54 cm) 

77"
(196 cm)

6"
(15.2 cm)

6"
(15.2 cm)

TOP GRILL CLEARANCE

83 1/2" (212.1 cm) min.
84 3/4" (215 cm) max.
to bottom of solid soffit

47 1/2" (120.7 cm) to
47 3/4" (121.3 cm)

1/2" 
(1.3 cm)

To avoid tipping during use, the solid soffit must be within 1" (2.5 cm) 
maximum above the refrigerator. If the solid soffit is higher than 1" (2.5 cm) 
or one is not available, then the refrigerator must be braced.

If the anti-tip boards are needed, they must be attached to the rear wall 
studs 80" to 90" (203 to 229 cm) above the floor.

Note: A clearance of 1/2" (1.3 cm) must be maintained above the top grille 
in order for the top grille to be removed.

A grounded 3 prong electrical outlet should be placed within 4" (10.2 
cm) of the right side cabinets or end panel. The water shutoff should be 
located in the base cabinet on either side of the refrigerator or some other 
easily accessible area. If the water shutoff valve is not in the cabinets, the 
plumbing for the water line can come through the floor or the back wall.

130˚

130˚

90˚

90˚

110˚

110˚

44"
(111.8 cm)

39"
(99.1 cm)

14 3/8" (36.5 cm)

43 7/8" 
(111.4 cm)

51 3/8" 
(130.5 cm)

19 1/4" 
(48.9 cm)

The location must permit both doors to open to a 
minimum of 90°. Allow 4 1/2" (11.4 cm) minimum space 
between the side of the refrigerator and a corner wall.

NOTE: More clearance may be required if you are using 
overlay panels or custom handles.

47" (119 cm)

25 1/8" 
(64 cm)
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Discerning cooking enthusiasts demand dish care solutions that 

meet the high standards they set for their cooking appliances. 

With this latest collection of dishwashers, Thermador delivers 

without question. There are eight models to choose from, each 

able to accommodate anything from large pots and pans to a 

record number of crystal wine glasses, ideal for the host who 

entertains frequently. Filled with unique features and innovative 

technologies that enhance both convenience and cleaning 

effectiveness, this newest dishwasher collection lives up to our 

uncompromising standard of performance, consistently delivering 

superior results.

DISHWASHERS
PROFESSIONAL SERIES, MASTERPIECE® SERIES & CUSTOM PANEL
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DISHWASHERS  FEATURES & BENEFITS

POWERFULLY QUIET™

Advanced engineering makes Thermador Dishwashers so 
quiet, you won’t even notice they’re operating. Select models 
feature a PowerBeam™ light that shines on the floor to let you 
know the dishwasher is on.

POWER WASH™

The Power Wash option combines powerful water pressure with 
increased water temperature to deliver the ultimate in heavy-duty 
washing performance throughout the dishwasher.

EXTRA DRY OPTION

Higher drying temperature and a longer drying phase delivers 
superior drying results, even for plastic dishes. Sanitizes 99.9% 
of bacteria.

EXTRA-TALL-ITEM™ SPRINKLER

Sprinkler delivers powerful spray stream to ensure large items 
can be cleaned – without removing the Chef’s Tool Drawer. 
Cleans items up to 22 inches tall, such as platters and baking 
sheets, eliminating the need to hand wash.

FINE SILVERWARE CARAFE

Aluminum construction protects 
valuable sterling silver flatware 
from damaging oxidation so 
it can be safely washed in the 
dishwasher.

DOSAGE ASSIST

Ensures that dishwasher tabs dissolve gradually so there's a constant 
delivery of detergent for more effective cleaning throughout the cycle.

LARGEST WINE GLASS 
CAPACITY

Accommodates up to 18 large 
wine glasses into the top and 
bottom rack, more than any 
competing dishwasher.

SAPPHIRE GLOW™ LIGHT

A sparkling blue light 
illuminates stemware and 
brings perfect results to light.

CHEF'S TOOL DRAWER

Horizontally positions chef’s 
knives, spatulas and other 
oversized tools for improved 
cleaning and easier loading 
and unloading.

HAND WASH PROGRAM

Excellent cycle for delicate or 
lightly soiled dishes. Delivers 
superior cleaning results and 
water efficiency.

CRYSTAL PROTECT™ SYSTEM

Adjusts the water softness 
during the cycle for perfectly 
clear crystal, free of water spots.
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DISHWASHERS  PLANNING INFORMATION

ELECTRICAL SPECIFICATIONS

This appliance must be grounded to a metal, permanent wiring system, or an 
equipment grounding conductor must be run with the circuit conductors and 
connected to the equipment grounding terminal or lead on the dishwasher. 

Dishwashers are UL and CUL approved.

MODEL REQUIRED CIRCUIT BREAKER

DWHD410GFM 120V, 60 Hz , 15 Amp

DWHD410GPR 120V, 60 Hz , 15 Amp

DWHD630GCM 120V, 60 Hz , 15 Amp

DWHD630GCP 120V, 60 Hz , 15 Amp

DWHD630GPR 120V, 60 Hz , 15 Amp

DWHD650GFP 120V, 60 Hz , 15 Amp

DWHD650GPR 120V, 60 Hz , 15 Amp

DWHD651GFP 120V, 60 Hz , 15 Amp

MODEL OPTIONS

There are three Thermador Dishwasher Series to 
choose from—Quartz™ (4-program), Emerald™ 

(6-program) and Sapphire™ (6-program). Quartz and 
Emerald models are available with a Masterpiece™ 
or Professional Handle to perfectly match other 
Thermador appliances in your kitchen. Sapphire 
models feature a Professional Handle. All series have 
a custom panel option to fully integrate with your 
cabinetry. Be sure to reference the correct model 
information in this design guide.

INSTALLATION CONSIDERATIONS

The information in this design guide provides key 
features, product dimensions, cutouts and installation 
specifications.  Before installing a Thermador 
Dishwasher, be sure to verify the cabinet dimensions, 
electrical connections and water connections. Also, 
always consult with the installation manual packed with 
the product for complete details before installing.

Thermador Dishwashers are designed to be enclosed 
on the top and both sides by standard residential 
kitchen cabinetry.

For Quartz and Emerald Dishwashers, opening should 
be at least 34" high and 24" wide (or 23 5/8" wide with 
decor strips removed).

For Sapphire Dishwashers, opening should be at least 
34 1/4" high and 24" wide. (or 23 5/8" wide with decor 
strips removed).

If the dishwasher is to be installed in a corner, make 
sure that there is adequate clearance to open the door.

Select a location as close to the sink as possible for  
easy access to water supply and drain lines.

Note: Plumbing installations will vary - refer to local 
codes. The maximum length of the drain hose, 
including hose leading to air gap (if any) is 150" 
(381 cm). Ensure a portion of the drain hose is raised 
at least 20" (51 cm) above the floor to ensure proper 
draining.

WARRANTY

Limited warranty, entire appliance, parts and labor 

(1 year)

See page 294 for additional warranty details.

WATER AND ELECTRICAL LOCATIONS

Refer to individual model pages for details on water hook-up and  
electrical locations.

All Thermador dishwashers are  
ENERGY STAR® Qualified
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DISHWASHERS  QUARTz™ 4-PROGRAM

Models: DWHD410GFM, DWHD410GPR

MASTERPIECE HANDLE

DWHD410GFM

CUSTOM PANEL

DWHD410GPR

SPECIFICATIONS

Product Width 23 9/16"

Product Height 33 7/8"- 35"

Product Depth DWHD410GFM - 22 9/16"
DWHD410GPR - 21 3/4"

Door Clearance 27"

Cutout Width (Min.) 24"- 24 1/4"

Cutout Height (Min.) 34"

Cutout Depth (Min.) 24"

Variable Height 1 1/8"

Sound Rating 52 dBA

Annual Energy Consumption 300 kWh

Total Amps 12

Electrical Supply 120V/60 Hz

Required Circuit Breaker 15 Amp

Power Cord Purchase Separately

Water Hose Purchase Separately

Max. Temp. for Water Intake 120º F

Length Outlet Hose 150"

Shipping Weight (lbs.) 125

DWHD410GFM
DWHD410GPR

PERFORMANCE

-  Superior Washing and Drying Guaranteed

-  ENERGY STAR® Qualified – uses only 300 kWh/y

-  Sens-A-Wash® measures water cleanliness and adjusts wash cycle

-  Three stage advanced filtration recirculates water for sparkling results

-  Delicate cycle protects your delicate china and crystal

DESIGN

-  4-program stainless steel dishwasher with Masterpiece® handle 
(DWHD410GFM) or custom panel (DWHD410GPR)

-  Indestructible quality – each unit is individually tested for your safety

CAPACITY

-  Quartz Racks with Manual Rack Adjustment and 6 moveable parts

-  Accommodates 14 plate settings for your dinner parties

CONVENIENCE

-  Extra-Tall-Item™ Sprinkler allows large items (22" high) to be washed

SAFETY

-  Hygiene Dry® eliminates 99.9% of bacteria (NSF certified)

-  Leak Protection with Auto Shut-Off Sensor protects against leaks

-  Hidden heating element - wash delicate items in the lower rack

SILENCE

-  Impressively Quiet® – 52 dBA for peaceful kitchen experience

-  Dual Pump System & Triple Layer Insulation for quiet operation

NSF Certified.

ACCESSORIES

DISHWASHER ACCESSORY KIT

SGZ1052UC 
Extra-Tall-Item™ Sprinkler, Vase/Bottle Holder, 
3 Plastic Item Clips and Small Item Basket

DISHWASHER SUPPLY & 
DRAINAGE HOSE EXTENSION

SGZ1010UC 
Use to extend drain hose from  
100 to 150 inches. 

DISHWASHER POWER CORD WITH CONNECTORS

SGZPC001UC 
Use to plug dishwasher into an electrical receptacle.

FINE SILVERWARE 
CARAFE

SMZ5002UC
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DISHWASHERS  QUARTz™ 4-PROGRAM

Models: DWHD410GFM, DWHD410GPR 

INSTALLATION OPTIONS

CUSTOM DOOR PANELS (DWHD410GPR)

Fully integrated models allow you to have 
a custom door panel made to match your 
cabinetry. The custom door can be a two-piece 
configuration to look like a drawer at the top 
and a cabinet door at the bottom or like a 
single full-length door. A template is included 
with the fully integrated models to explain the 
mounting procedure.

NOTE: The door springs that are included with 
the fully integrated units will provide proper 
function for custom door panels weighing 
between 9 and 15 pounds. Custom door panels 
weighing up to 18 pounds require the use of 
the tension adjustment screws.

DISHWASHER & CUTOUT DIMENSIONS

239/16"

39/16"

23/8"

229/16"

39/16"

337/8"-
35"

39/16"-
411/16" 239/16"

*235/8" without decor strips

24"  
*24"-241/4"

min.
34"

30"

DWHD410GFM

*235/8" without Decor Strips

337/8"
-35"

239/16"

  39/16"
-411/16" 

39/16"

  5/8"-7/8"

*24-241/4"

23/8"

24" 

213/4" 

min. 
34"**max. 

307/16"

39/16"

** measured from 
 the bottom edge of the countertop
 panel thickness recommended  3/4"
 panel weight 9-18 lb

231/8"-
233/8"

DWHD410GPR

3
3

/ 4
"
 (
9
5
m

m
)

2" (50mm)

23
5/ 8" - 2

4
1 /4" (600-616mm)

3
4

"
 (
8
6
4
m

m
)

4" (100m
m

)

90°

24" (610mm)

WATER AND ELECTRICAL LOCATION DIMENSIONS

WATER AND ELECTRICAL 
LOCATIONS

For proper dishwasher operation and 
appearance, ensure that the enclosure is square 
and has the dimensions shown. Plumbing and 
electrical service must enter shaded area.

Make required openings to allow for passage 
of the water, drain and electrical line. In order 
to avoid interference with the dishwasher when 
sliding it into the cabinet, place your openings 
within the dimensions shown.
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DISHWASHERS  EMERALD™ 6-PROGRAM

Models: DWHD630GCM, DWHD630GCP, DWHD630GPR

MASTERPIECE HANDLE

DWHD630GCM

CUSTOM PANEL

DWHD630GPR

PROFESSIONAL HANDLE

DWHD630GCP

SPECIFICATIONS

Product Width 23 9/16"

Product Height 33 7/8"- 35"

Product Depth DWHD630GCM - 22 9/16"
DWHD630GCP - 22 9/16"
DWHD630GPR - 21 3/4"

Door Clearance 27"

Cutout Width (Min.) 24"- 24 1/4"

Cutout Height (Min.) 34"

Cutout Depth (Min.) 24"

Variable Height 1 1/8"

Sound Rating 45 dBA

Annual Energy Consumption 290 kWh

Total Amps 12

Electrical Supply 120V/60 Hz 

Required Circuit Breaker 15 Amp

Power Cord Purchase Separately

Water Hose Purchase Separately

Max. Temp. for Water Intake 120º F

Length Outlet Hose 150"

Shipping Weight (lbs.) 125

DWHD630GCM 
DWHD630GCP 
DWHD630GPR

PERFORMANCE

-  Superior Washing and Drying Guaranteed

-  ENERGY STAR® Qualified – uses only 290 kWh/y 

-  Sens-A-Wash® measures water cleanliness and adjusts wash cycle

-  Three stage advanced filtration recirculates water for sparkling results

-  Delicate cycle protects your delicate china and crystal

DESIGN

-  6-program stainless steel dishwasher with Masterpiece® handle 
(DWHD630GCM), Professional handle (DWHD630GCP) or  
custom panel (DWHD630GPR)

-  Fine Silverware Carafe protects fine silverware from tarnishing

-  18/10 high-grade stainless steel interior offers long-lasting reliability, 
never rusts and resists nicks and chips 

-  Indestructible quality – each unit is individually tested for your safety

-  Chiseled door provides strong, bold angles

CAPACITY

-  Emerald Racks with Rackmatic® and 14 moveable parts

-  Accommodates 14 plate settings for your dinner parties

CONVENIENCE

-  Extra-Tall-Item™ Sprinkler allows large items (22" high) to be washed

-  Timer offers automatic delay start mode

SAFETY

-  Hygiene Dry® eliminates 99.9% of bacteria (NSF certified)

-  Leak Protection with Auto Shut-Off Sensor protects against leaks

-  Hidden heating element – wash delicate items in the lower rack

SILENCE

-  Impressively Quiet® – 45 dBA for peaceful kitchen experience

-  PowerBeam® operating indicator lets you know when it is running.

-  Dual Pump System & Triple Layer Insulation for quiet operation

NSF Certified.

ACCESSORIES

DISHWASHER ACCESSORY KIT

SGZ1052UC 
Extra-Tall-Item™ Sprinkler, Vase/Bottle Holder, 
3 Plastic Item Clips and Small Item Basket

DISHWASHER SUPPLY & 
DRAINAGE HOSE EXTENSION

SGZ1010UC 
Use to extend drain hose from  
100 to 150 inches. 

DISHWASHER POWER CORD WITH CONNECTORS

SGZPC001UC 
Use to plug dishwasher into an electrical receptacle.

FINE SILVERWARE 
CARAFE

SMZ5002UC
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DISHWASHERS  EMERALD™ 6-PROGRAM

Models: DWHD630GCM, DWHD630GCP, DWHD630GPR

INSTALLATION OPTIONS

CUSTOM DOOR PANELS (DWHD630GPR)

Fully integrated models allow you to have 
a custom door panel made to match your 
cabinetry. The custom door can be a two-piece 
configuration to look like a drawer at the top 
and a cabinet door at the bottom or like a 
single full-length door. A template is included 
with the fully integrated models to explain the 
mounting procedure.

NOTE: The door springs that are included with 
the fully integrated units will provide proper 
function for custom door panels weighing 
between 9 and 15 pounds. Custom door panels 
weighing up to 18 pounds require the use of 
the tension adjustment screws.

239/16"

39/16"

23/8"

229/16"

39/16"

337/8"-
35"

39/16"-
411/16" 239/16"

*235/8" without decor strips

24"  
*24"-241/4"

min.
34"

30"

DWHD630GCM 
DWHD630GCP

*235/8" without Decor Strips

337/8"
-35"

239/16"

  39/16"
-411/16" 

39/16"

  5/8"-7/8"

*24-241/4"

23/8"

24" 

213/4" 

min. 
34"**max. 

307/16"

39/16"

** measured from 
 the bottom edge of the countertop
 panel thickness recommended  3/4"
 panel weight 9-18 lb

231/8"-
233/8"

DWHD630GPR

DISHWASHER & CUTOUT DIMENSIONS

WATER AND ELECTRICAL 
LOCATIONS

For proper dishwasher operation and 
appearance, ensure that the enclosure is square 
and has the dimensions shown. Plumbing and 
electrical service must enter shaded area.

Make required openings to allow for passage 
of the water, drain and electrical line. In order 
to avoid interference with the dishwasher when 
sliding it into the cabinet, place your openings 
within the dimensions shown.

3
3

/ 4
"
 (
9
5
m

m
)

2" (50mm)

23
5/ 8" - 2

4
1 /4" (600-616mm)

3
4

"
 (
8
6
4
m

m
)

4" (100m
m

)

90°

24" (610mm)

WATER AND ELECTRICAL LOCATION DIMENSIONS
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DISHWASHERS  SAPPHIRE™ 6-PROGRAM

Models: DWHD650GFP, DWHD650GPR

PROFESSIONAL HANDLE

DWHD650GFP

CUSTOM PANEL

DWHD650GPR

SPECIFICATIONS

Product Width 23 9/16"

Product Height 34 1/16"- 36 7/16"

Product Depth DWHD650GFP - 22 7/16"
DWHD650GPR - 21 5/8"

Door Clearance 27"

Cutout Width (Min.) 24"- 24 1/4"

Cutout Height (Min.) 34 1/4"

Cutout Depth (Min.) 24"

Variable Height 1 3/16"

Sound Rating 44 dBA

Annual Energy Consumption 260 kWh

Total Amps 12

Electrical Supply 120V/60 Hz 

Required Circuit Breaker 15 Amp

Power Cord Included

Water Hose Included

Max. Temp. for Water Intake 120º F

Length Outlet Hose 150"

Shipping Weight (lbs.) 125

DWHD650GFP
DWHD650GPR

PERFORMANCE

-  Superior Washing and Drying Guaranteed

-  Dosage Assist optimizes break down of detergent tablets

-  ENERGY STAR® Qualified – uses only 260 kWh/y 

-  Sens-A-Wash® measures water cleanliness and adjusts wash cycle

-  Three stage advanced filtration recirculates water for sparkling results

-  Hand Wash cycle protects your delicate china and crystal

DESIGN

-  6-program stainless steel dishwasher with Professional handle 
(DWHD650GFP) or custom panel (DWHD650GPR)

-  Crystal Protection™ System ensures perfect results for fine crystal 

-  Largest Wine Glass Capacity – 18 

-  Fine Silverware Carafe protects fine silverware from tarnishing

-  Sapphire Glow™ internal light illuminates glassware

-  18/10 high-grade stainless steel interior offers long-lasting reliability, 
never rusts and resists nicks and chips 

-  Indestructible quality – each unit is individually tested for your safety

-  Heavy-duty quality door and smooth closing latch

-  Sapphire LED Lights

CAPACITY

-  Sapphire Racks with 3-Step Rackmatic® and 20 moveable parts

-  Accommodates 15 plate settings for your dinner parties

CONVENIENCE

-  Culinary Tool Drawer™ allows extra capacity of culinary tools 

-  Extra-Tall-Item™ Sprinkler allows large items (22" high) to be washed

-  Timer offers automatic delay start mode

SAFETY

-  Hygiene Dry® eliminates 99.9% of bacteria 

-  Leak Protection with Auto Shut-Off Sensor protects against leaks

-  Hidden heating element – wash delicate items in the lower rack

SILENCE

-  Impressively Quiet® – 44 dBA for  peaceful kitchen experience

-  PowerBeam® operating indicator lets you know when it is running.

-  Dual Pump System & Triple Layer Insulation for quiet operation

ACCESSORIES

DISHWASHER ACCESSORY KIT

SMZ5000 
Extra-Tall-Item™ Sprinkler, Vase/Bottle Holder, 
3 Plastic Item Clips and Small Item Basket

DISHWASHER 
SOFTENER SALT

SGZ9091UC

FINE SILVERWARE 
CARAFE

SMZ5002

DISHWASHER SUPPLY & 
DRAINAGE HOSE EXTENSION

SGZ1010UC 
Use to extend drain hose from 
100 to 150 inches. 
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DISHWASHERS  SAPPHIRE™ 6-PROGRAM

Models: DWHD650GFP, DWHD650GPR

INSTALLATION OPTIONS

CUSTOM DOOR PANELS (DWHD650GPR)

Fully integrated models allow you to have 
a custom door panel made to match your 
cabinetry. The custom door can be a two-piece 
configuration to look like a drawer at the top 
and a cabinet door at the bottom or like a 
single full-length door. A template is included 
with the fully integrated models to explain the 
mounting procedure.

NOTE: The door springs that are included with 
the fully integrated units will provide proper 
function for custom door panels weighing 
between 9 and 18 pounds. No tension 
adjustment screws are necessary.

DWHD650GFP

DWHD650GPR

DISHWASHER & CUTOUT DIMENSIONS

WATER AND ELECTRICAL LOCATION DIMENSIONS

WATER AND ELECTRICAL 
LOCATIONS

For proper dishwasher operation and 
appearance, ensure that the enclosure is square 
and has the dimensions shown. Plumbing and 
electrical service must enter shaded area.

Make required openings to allow for passage 
of the water, drain and electrical line. In order 
to avoid interference with the dishwasher when 
sliding it into the cabinet, place your openings 
within the dimensions shown.

Sapphire Series Required Openings: 
4 1/4" x 2" (108 x 52 mm) - To pass the  
included electrical supply junction box  
through to an adjacent cabinet

4" x 2" (100 x 50 mm) - To pass the included 
water supply line toward the water supply

1 1/4" (32 mm) diameter - To pass the  
dishwasher drain hose toward the drain 
connection

NOTE: If the incoming electric supply, water 
supply and drain connections are all in the 
same cabinet, the one 4 1/2" x 2 1/2" hole will 
be large enough for all three to pass through.

The dishwasher electrical supply junction box 
and dedicated receptacle must be mounted 
in an accessible cabinet adjacent to the 
dishwasher (do not mount the junction box 
or receptacle behind the dishwasher). You 
will need a 4 1/4" x 2" (108 x 51 mm) opening 
through the cabinet in order to pass the 
junction box through.

The electrical supply can be connected in one 
of two ways:

–  Use the included three prong plug and 
junction box to connect to a dedicated 
household receptacle.

–  Permanently connect to household or  
field wiring

90°

24" (61cm)2" (5cm
)

3
4
¼

"
(8

6
.7

c
m

)

4
"
 (
1
0

c
m

)

24"-24¼" (61-61.6 cm)

  

Describes 
the space 
(if any) 
between 
cabinets 
and wall

Describes 
the cutout 
of adjoining 
cabinets
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DISHWASHERS  SAPPHIRE™ 6-PROGRAM

Model: DWHD651GFP

PROFESSIONAL HANDLE

DWHD651GFP

SPECIFICATIONS

Product Width 23 9/16"

Product Height 34 1/8"- 36 1/2"

Product Depth 22 7/16"

Door Clearance 27" 

Cutout Width (Min.) 24"- 24 1/4"

Cutout Height (Min.) 34 1/4"

Cutout Depth (Min.) 24"

Variable Height 1 3/16" 

Sound Rating 41 dBA

Annual Energy Consumption 260 kWh

Total Amps 12

Electrical Supply 120V/60 Hz 

Required Circuit Breaker 15 Amp

Power Cord Included

Water Hose Included

Max. Temp. for Water Intake 120º F

Length Outlet Hose 150"

Shipping Weight (lbs.) 125

DWHD651GFP

PERFORMANCE

-  Superior Washing and Drying Guaranteed

-  Dosage Assist optimizes break down of detergent tablets

-  Load Sensing System fully automates wash cycle

-  ENERGY STAR® Qualified – uses only 260 kWh/y 

-  Sens-A-Wash® measures water cleanliness and adjusts wash cycle

-  Three stage advanced filtration recirculates water for sparkling results

-  Hand Wash cycle protects your delicate china and crystal

DESIGN

-  6-program stainless steel dishwasher with Professional handle

-  Crystal Protection™ System ensures perfect results for fine crystal 

-  Largest Wine Glass Capacity – 18 

-  Fine Silverware Carafe protects fine silverware from tarnishing

-  Sapphire Glow™ internal light illuminates glassware

-  18/10 high-grade stainless steel interior offers long-lasting reliability, 
never rusts and resists nicks and chips 

-  Indestructible quality – each unit is individually tested for your safety

-  Heavy-duty quality door and smooth closing latch

-  Sapphire LED Lights

CAPACITY

-  Sapphire Racks with 3-Step Rackmatic® and 20 moveable parts

-  Accommodates 15 plate settings for your dinner parties

CONVENIENCE

-  Culinary Tool Drawer™ allows extra capacity of culinary tools 

-  Extra-Tall-Item™ Sprinkler allows large items (22" high) to be washed

-  Timer offers automatic delay start mode

SAFETY

-  Hygiene Dry® eliminates 99.9% of bacteria

-  Leak Protection with Auto Shut-Off Sensor protects against leaks

-  Hidden heating element – wash delicate items in the lower rack

SILENCE

-  Impressively Quiet® – 41 dBA for peaceful kitchen experience 

-  PowerBeam® operating indicator lets you know when it is running.

-  Dual Pump System & Triple Layer Insulation for quiet operation

ACCESSORIES

DISHWASHER ACCESSORY KIT

SMZ5000 
Extra-Tall-Item™ Sprinkler, Vase/Bottle Holder, 
3 Plastic Item Clips and Small Item Basket

DISHWASHER 
SOFTENER SALT

SGZ9091UC

FINE SILVERWARE 
CARAFE

SMZ5002

DISHWASHER SUPPLY & 
DRAINAGE HOSE EXTENSION

SGZ1010UC 
Use to extend drain hose from 
100 to 150 inches. 
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DISHWASHERS  SAPPHIRE™ 6-PROGRAM

Model: DWHD651GFP

DWHD651GFP

DISHWASHER & CUTOUT DIMENSIONSWATER AND ELECTRICAL 
LOCATIONS

For proper dishwasher operation and 
appearance, ensure that the enclosure is square 
and has the dimensions shown. Plumbing and 
electrical service must enter shaded area.

Make required openings to allow for passage 
of the water, drain and electrical line. In order 
to avoid interference with the dishwasher when 
sliding it into the cabinet, place your openings 
within the dimensions shown.

Sapphire Series Required Openings: 
4 1/4" x 2" (108 x 52 mm) - To pass the  
included electrical supply junction box  
through to an adjacent cabinet

4" x 2" (100 x 50 mm) - To pass the included 
water supply line toward the water supply

1 1/4" (32 mm) diameter - To pass the  
dishwasher drain hose toward the drain 
connection

NOTE: If the incoming electric supply, water 
supply and drain connections are all in the 
same cabinet, the one 4 1/2" x 2 1/2" hole will 
be large enough for all three to pass through.

The dishwasher electrical supply junction box 
and dedicated receptacle must be mounted 
in an accessible cabinet adjacent to the 
dishwasher (do not mount the junction box 
or receptacle behind the dishwasher). You 
will need a 4 1/4" x 2" (108 x 51 mm) opening 
through the cabinet in order to pass the 
junction box through.

The electrical supply can be connected in one 
of two ways:

–  Use the included three prong plug and 
junction box to connect to a dedicated 
household receptacle.

–  Permanently connect to household or  
field wiring

90°

24" (61cm)2" (5cm
)

3
4
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"
(8

6
.7
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"
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24"-24¼" (61-61.6 cm)
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WATER AND ElECTRICAl lOCATION DIMENSIONS

Describes the space (if any) between 
cabinets and wall

Describes the cutout of adjoining cabinets
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It’s the ultimate culinary indulgence. An expression of your 

exquisite taste. And a stunning addition to any kitchen design. 

The Savor® Built-In Coffee Machine brings a unique air of 

sophistication to your Thermador kitchen while delivering 

state-of-the-art coffee-making performance. Now you can enjoy 

coffeehouse-quality espresso, cappuccino, and just about any 

coffee drink you can think of, as well as tea, all from the comfort 

of your own home.

THE SAVOR® BUILT-IN COFFEE MACHINE
PROFESSIONAL & MASTERPIECE® SERIES
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BUILT-IN COFFEE MACHINE  FEATURES & BENEFITS

LCD DISPLAY

Easy-to-read control panel with an 
lCD display gives complete digital 
information on every setting.

SAVORSWIRL®

The SavorSwirl® brewing system 
completely engulfs each ground of 
coffee in water, brewing it under a 
high-pressure chamber for the fullest 
flavor and greatest aroma

DESIGN

The fluid and versatile design of our 
Savor® Coffee Maker will perfectly 
coordinate with both of our Thermador 
product collections.

HEIGHT-ADJUSTABLE DISPENSER

Our height-adjustable coffee dispenser adjusts to fit many 
different cup sizes, and has dual spouts for brewing 2 cups 
at a time.

COFFEE CUSTOMIZATION

Choose one of 12 different coffee sizes 
- small espresso to large coffee, 6 levels 
of coffee strengths and 8 programmable 
settings for custom brewing.

FROTHING AID

Steam and froth like a 
professional barista with 
the attached steam wand. 
Dispense hot water to prepare 
hot chocolate or tea in less 
than 30 seconds.
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BUILT-IN COFFEE MACHINE  PLANNING INFORMATION

ELECTRICAL LOCATION

Electrical outlet should be positioned as shown below.

ELECTRICAL SPECIFICATIONS

Be sure your appliance is properly installed and grounded by a qualified 
technician. Installation, electrical connections and grounding must comply  
with all applicable local codes.

Thermador Built-in Coffee Machines are equipped with a 3-prong plug and are 
designed to be connected to a 120V AC, 60Hz, single phase power supply.

MODEL OPTIONS

The Thermador Savor® Coffee Machine is available with 
a stainless steel finish and coordinates with both the 
Professional and Masterpiece® series.

INSTALLATION CONSIDERATIONS

The information in this design guide provides key 
features, product dimensions, cutouts and installation 
specifications. Before installing a Thermador Built-in 
Coffee Machine, be sure to verify the cabinet dimensions 
and electrical connections. Also, always consult with 
the installation manual packed with the product for 
complete details before installing.

WARRANTY

limited warranty parts and labor (1 year)

See page 294 for additional warranty details.

NEMA 5-15R, 125 V, 
15 A 2 Pole 3 wire 
Grounding

MODEL REQUIRED CIRCUIT BREAkER

BICM24CS 120V, 60 Hz , 15 Amp

B
U

ILT-IN
 C

O
F
F
E

E
 M

A
C

H
IN

E



292

SPECIFICATIONS

Product Width 23 3/8"

Product Height 18 1/16"

Product Depth 21"

Cutout Width (Min.) 22 1/16"

Cutout Height (Min.) 17 11/16"

Cutout Depth (Min.) 21 5/8"

Electrical Supply 120V AC, 60 Hz

Required Circuit Breaker 15 Amp

Power Cord Included

Shipping Weight (lbs.) 81

BUILT-IN COFFEE MACHINE  24-INCH

Model: BICM24CS

MASTERPIECE & PROFESSIONAL

BICM24CS

BICM24CS

PERFORMANCE

- Fully automatic and programmable

- 12 coffee sizes, from small espresso to large coffee 

- 6 levels of grind quality

- 8 programmable settings

- 3 coffee temperature settings

-  Unique SAVORSWIRL® system for maximum flavor extraction

-  Steam and froth like a professional barista with attached steam wand

- Dispense hot water with just a turn of the dial

- Built-in water filter with adjustable water hardness

- Automatic cleaning and descaling program

DESIGN

-  Brushed stainless steel finish coordinates with Thermador 
Professional® and Masterpiece® Series appliances

CAPACITY

- 14 oz  bean container

CONVENIENCE

- LCD display

- Brewing for one or two cups simultaneously

- Height adjustable coffee dispenser

- Separate chambers for beans and ground coffee

- Removable drip tray and grounds container

- Removable water tank for easy filling (1800 mL)

- Standby timer (1 - 12 hrs)

- Choice of 8 languages

-  Includes measuring spoon, water testing strip, cleaning tablets
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BUILT-IN COFFEE MACHINE  24-INCH

Model: BICM24CS

COFFEE MACHINE & CUTOUT DIMENSIONSIMPORTANT INSTALLATION 
CONSIDERATIONS

The built-in unit must not have a rear panel behind 
the appliance.

There must be a gap of at least 1 3/4" (45 mm) 
between the wall and base of the unit or the rear 
panel of the unit situated above.

The ventilation slots and intake openings must not 
be covered.

Also follow the installation instructions for the 
appliance situated above or below.

The ideal installation height for the fully automatic 
espresso machine, measured from the floor to the 
lower edge of the appliance, is 37 1/4" (950 mm)
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PROFESSIONAL SERIES RANGES 

limited warranty, entire appliance, parts and labor (1 year) 

PROFESSIONAL SERIES RANGETOPS 

limited warranty, entire appliance, parts and labor (1 year) 

BUILT-IN OVENS 

limited warranty parts and labor (1 year)  

limited warranty for magnetron tube (DM models);  

parts only (2nd to 5th year) 

INDUCTION COOkTOPS 

limited warranty, entire appliance, parts and labor (1 year)  

limited warranty for glass ceramic surface/electronic 

elements and switches; parts only (2nd to 5th year) 

GAS COOkTOPS 

limited warranty, entire appliance, parts and labor (1 year) 

ELECTRIC COOkTOPS 

limited warranty, entire appliance, parts and labor (1 year)  

limited warranty for glass ceramic surface/electronic  

elements and switches; parts only (2nd to 5th year) 

VENTILATION 

limited warranty, entire appliance, parts and labor (1 year) 

WARMING DRAWERS 

limited warranty, entire appliance, parts and labor (1 year) 

MICROWAVE OVENS  

limited warranty, entire appliance, parts and labor (1 year) 

REFRIGERATION 

limited two-year warranty, entire appliance, parts and labor on any 

part of the refrigerator that fails because of a manufacturing defect  

limited warranty for sealed refrigeration system*; parts and labor  

(3rd to 6th year)  

limited warranty for sealed refrigeration system*; parts only  

(7th to 12th year)  

* Sealed refrigeration system includes compressor, evaporator, 

condenser, dryer/strainer and connection tubing 

DISHWASHERS 

limited warranty, entire appliance, parts and labor (1 year)  

limited warranty for non-electronic components; parts only  

(1st to 2nd year)  

limited warranty for microprocessor or printed circuit board; parts 

only (2nd to 5th year)  

limited warranty for racks (does not include rack components);  

parts only (2nd to 5th year)  

limited warranty for rust-through on inner tub liner; parts only 

(lifetime) 

COFFEE MACHINES 

limited warranty, entire appliance, parts and labor (1 year)

WARRANTY

These warranties give you specific legal rights and you may have other rights 

that vary from state to state. Full warranty and limited warranty from date of 

installation. For complete warranty details, refer to your Use & Care manual,  

or ask your dealer.  

Specifications are for planning purposes only. Refer to installation instructions 

and consult your countertop supplier prior to making counter opening. Consult 

with a heating and ventilation engineer for your specific ventilation requirements. 

For the most detailed information, refer to installation instructions accompanying 

product or write to Thermador indicating the model number. Specifications 

are correct at time of printing. Thermador reserves the right to change product 

specifications or design without notice. Some models are certified for use in 

Canada. Thermador is not responsible for products that are transported from the 

U.S. for use in Canada.
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